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| REV. DESCRIPTION DATE APPROVED

4.875(123.83]

F Redrawn in Solidworks 6/18/2026 RAS

4.250[107.95]

®.202[5.13]

1.125[28.58]

ITEM NO. | PART NUMBER DESCRIPTION QTY.
1 3715-001 Tab Type Busbar Spacer (Black) 8
7 2 3644-001 1/4" Stainless Steel Flat Washer 1
=]] 3 3637-000 1/4" 18-8 Stainless Steel Lock Washer 1
Z 4 3842-006 1/4"-20 316 Stainless Steel Heavy Hex Jam Nut| 4
B 5 3736-004 1/4"-20 18-8 Stainless Steel Bolf 2" 1
L $ 6 3644-003 1/4" Nickel Plated Brass Flat Washer 1
7 70TN9NO2 Tab Type Busbar Base (Red) 1
8 3781-010 10 Point Contact Strip Nickel Plated Brass 4
SECTION A-A 9 332N9N14 Tab Type Busbar Insulator Cap (Black) 1
10 3736-005 1/4"-20 18-8 Stainless Steel Bolt 1.5" 1
Max Amperage: 55 amps @ 12 vdc 11 329NONO2 Glass Filled Nylon Base Plug (Red) 2
er tier, 20 amps per connection Assembly Weight :
IF\)on Voltage: AE)8 \F/)dc ’ 8.29 Lbs. [130.1 g] VTEW RINCORPORATED
obinson Road, P.O. Box 790
MATERIAL PART NO: 7111210502 :OLth\AngEISLTNSLESI\S/?T::RJG‘;ié@ér:gg }':'-;-"':? Pells’ron M|ch|gcm 49769 USA
MATERIAL : ZINI210802 | | oot sRODUCTS < Ga 2o "'ﬁ,:?‘é?’ff lelephone £ 1-800-527-9256, 231-539-8000
VENDOR PART NO: HYLON N2015 NAT HARDWARE PRODUCTS : +.010" / 0.25mm ax : 231-539-0914, EFax : 231-344-5914
PRINTED COPIES ARE NOT CONTROLLED .
MAX 1/4 FASTENER TORQUE: 72 IN./LBS. [8.14 Nm] PROPRIETARY AND CONFIDENTIAL REV F F— ;AXE 6_D]/;T_E26 TITLE: 40 Point Tab Type Busbar Assembly
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