SECTION A-A
IMPORTANT

Amperage ratings are for reference only.
Current capacity is determined by the cables
used, not the junction post. Current ratings
are related to expected cable capacities.

Overall Assembly Temperature not to
Exceed 140°C ( 60°C )

MATERIAL PART NO:
MATERIAL:
VENDOR PART NO:

MAX 5/16" FASTENER TORQUE:

1111210514UL
GLASS FILLED NYLON
HYLON N2015 HL BK

120 IN./LBS. [13.5 Nm]

— 3.30[83.82] —————— =

( DO NOT REMOVE )

REVISIONS

REV. DESCRIPTION DATE APPROVED

D Redrawn in Solidworks 6/10/2026 RAS

2.11[53.70]

Factory Installed
at 144 IN./LBS.

ITEM NO. | PART NUMBER DESCRIPTION QTY.
1 328N3N14 5/16" Large Power Post Base (Black) 1
2 3642-000 5/16" 18-8 Stainless Steel Lock Washer 1
3 3730-001 5/16-18 18-8 Stainless Steel Bolt 1.75" 1
4 3645-000 5/16" 18-8 Stainless Steel Flat Washer 1
5 3843-010 5/16"-18 316 Stainless Steel Jam Nut 2
6 329NONT4 Glass Filled Nylon Base Plug (Black) 1

Assembly Weight :
0.18 Lbs. [82.5 g]

ALL DIMENSIONS GIVEN AS : INCH [METRIC]
TOLERANCES UNLESS OTHERWISE SPECIFIED :
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