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SECTION A-A

Max Amperage: 325 amps @ 12 vdc

Max Voltage:

MATERIAL PART NO:
MATERIAL:
VENDOR PART NO:

MAX M8 FASTENER TORQUE:

48 vdc

1111210514UL
GLASS FILLED NYLON
HYLON N2015 HL BK

102 IN./LBS. [11.5 Nm]

— @ .385[9.78]

© .234[5.94]
.330[8.38] —
\

at 96 IN./LBS.
(DO NOT REMOVE )

Factory Installed T

REVISIONS

REV.

DESCRIPTION DATE

APPROVED

Redrawn in Solidworks 6/11/2026

RAS

2.600[66.04]

Yellow Dot to
|ldentify Metric

Thread Both
Ends

INCLUDES P-16808110001 BLUE DOT MULTI LABEL, 1 PER CONTAINER

ITEM NO.|PART NUMBER DESCRIPTION QTY.
1 327D9N14 8mm Thru Panel Power Post Base (Black) 1
2 3645-000 5/16" 18-8 Stainless Steel Flat Washer 1
3 3846-003 8mm x 1.25 18-8 Stainless Steel Hex Nut 2
4 3744-007 |8mm x 1.25 Nickel Plated Brass Double Ended Stud| 1
5 3638-002 M8 18-8 Stainless Steel Lock Washer 2
3 3846-BO1 8mm x 1.25 Tin Plated Brass Hex Nut

Assembly Weight :
0.13 Lbs. [60.1 @]

ALL DIMENSIONS GIVEN AS : INCH [METRIC]
TOLERANCES UNLESS OTHERWISE SPECIFIED :
MOLDED PRODUCTS : +.030" / £0.8mm
HARDWARE PRODUCTS : +.010" / #0.25mm
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