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SECTION A-A Vﬁ%

1.239(31.48]

IMPORTANT é

Amperage ratings are for reference only.
Current capacity is determined by the cables
used, not the junction post. Current ratings
are related to expected cable capacities.

Current Rating : 15 Amp @ 12VDC
MAXIMUM VOLTAGE : 48 VDC

MATERIAL PART NO: 1111210514UL
MATERIAL: GLASS FILLED NYLON
VENDOR PART NO: HYLON N2015 HL BK
MAX Mé FASTENER TORQUE: 10 IN./LBS. [1.12 Nm]

REVISIONS

REV.

DESCRIPTION | DATE APPROVED

.552[14.02] 342[8.69]
Max Terminal Height
499[12.66]— *
306[7.77]
.000[0.00] ——
}—.740[1 8.80]—‘
.988[25.10]
ITEM NO. | PART NUMBER DESCRIPTION QTY.
1 320NON14 Nylon Power Post Base émm (Black) 1
2 337NON14 Nylon Base Plug 6mm (Black) 1
3 3732-000 é6mm x 1.0 Stainless Bolt 25mm Long 1
4 3840-000 é6mm x 1.0 316 Stainless Steel Hex Nut 2
5 3644-000 1/4" 18-8 Stainless Steel Flat Washer 1
6 3637-000 1/4" 18-8 Stainless Steel Lock Washer 1
Assembly Weight :

0.06 Lbs. [26.4 g

ALL DIMENSIONS GIVEN AS : INCH [METRIC]
TOLERANCES UNLESS OTHERWISE SPECIFIED :
MOLDED PRODUCTS : +.030" / £0.8mm
HARDWARE PRODUCTS : +.010" / #0.25mm
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