REVISIONS
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ITEM NO.| PART NUMBER DESCRIPTION QTY.
1 320N1NO02 Nylon Power Post Base 8mm (Red) 1
2 337N1N02 Nylon Base Plug .3125in._8mm (Red) 1
3 3645-000 5/16" 18-8 Stainless Steel Flat Washer 1
4 3642-000 5/16" 18-8 Stainless Steel Lock Washer 1
IMPORTANT 5 3846-000 M8 316 Stainless Steel Heavy Hex Jam Nut| 2
Amperage ratings are for reference only. 6 3731-000 M8 x 1.25 18-8 Stainless Steel Bolt 25mm 1

Current capacity is determined by the cables

used, not the junction post. Current ratings Assembly Weight : R 4

are related to expected cable capacities. 0.08 Lbs. [34.8 ¢] VT£:37 iﬁg?oclld{l:gox 790 TED
ALL DIMENSIONS GIVEN AS : INCH [METRIC] , = ‘i 2201

Current Rating : 15 Amp @ 12VDC TOLERANCES UNLESS OTHERWISE SPECIFIED : | 37 TPelllsTc;]n, Ml.cr]nggg ;577?2?:23] 5398000
MOLDED PRODUCTS : +.030" / +0.8mm i € eP one : 1-0U0-02/- AR

MAXIMUM VOLTAGE : 48 VDC HARDWARE PRODUCTS : +.010" / +0.25mm Fax : 231-539-091 4, EFax : 231-344-5914
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mQ$EE:QtPART NO 7111210502 PROPRIETARY AND CONFIDENTIAL . RAS 11-02-23 8mm LOW PrOﬂIe POWGI’ POST
VENDOR I.DART NO: S#LAéil Fllleég]DsNNYAL?N THE INFORMATION CONTAINED IN THIS DRAWNBY: el
N DRAWING IS THE SOLE PROPERTY OF .
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