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-~ 2.106[53.49] ——————= REV. DESCRIPTION | DA APPROVED

1.37[34.70]

112[2.84]
.185[4.70]

1.279[32.49]

Yellow Dot i
for Metric 552[14.02] 334[8.47]
Max Terminal Height
499[12.66)—— |
306[7.77]
.000[0.00] ——

}—.740[1 8.80]—‘
i .988[25.10]

ITEM NO. | PART NUMBER DESCRIPTION QTY.
1 320N1N14 Nylon Power Post Base 8mm (Black) 1
2 337N1IN14 Nylon Base Plug .3125in._8mm (Black) 1
3 3645-000 5/16" 18-8 Stainless Steel Flat Washer 1
4 3642-000 5/16" 18-8 Stainless Steel Lock Washer 1
IMPORTANT 5 3846-000 M8 316 Stainless Steel Heavy Hex Jam Nut | 2
Amperage ratings are for reference only. 6 3731-000 M8 x 1.25 18-8 Stainless Steel Bolt 25mm 1

Current capacity is determined by the cables

used, not the junction post. Current ratings Assembly Weight : R 4

are related to expected cable capacities. 0.08 Lbs. [34.8 9] VTEEW iﬁgg}}ggox 790 TED
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MAXIMUM VOLTAGE : 48 VDC HARDWARE PRODUCTS : £.010" / £0.25mm ax 1 231-539-0914, EFax : 231-344-5914

) PRINTED COPIES ARE NOT CONTROLLED REV NAME pate | TITLE: .
MATERIAL PART NO: 1111210514UL SRR AN -CORTSERTTAT RAS .23 8mm Low Profile Power Post
\'\/AI?I\JTSSAR\LI.DART NO: S\%LASSN FLLég?sm{Lg(N THE INFORMATION CONTAINED IN THIS DRAWN BY: 11-02-
N DRAWING IS THE SOLE PROPERTY OF .
MAX 8mm FASTENER TORQUE: 96 IN./LBS. [10.8 Nm] VIENCORPORATED. anY repRoDuCTon | SIZE A crecxeosr | PR | 110225 |DWG. NO. 77308CN14
: J/LBS. [10. IN PART OR AS A WHOLE WITHOUT THE WRITTEN

PERMISSION OF VTE INCORPORATED PROHIBITED. DO NOT SCALE DRAWING




	77308CN14
	Drawing View41
	Drawing View43
	Drawing View44
	Section View A-A


