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REVISIONS

REV. DESCRIPTION DATE APPROVED
| Redrawn in Solidworks 5/18/2026 RAS
J |Updated Cover Part # to Assembly #| 7/27/2026 RAS

1.125[28.58]

}

1.875[47.63]

2.441[62.00]
( Reference Only )

at 80 IN. /LBS.

SECTION A-A

Factory Installed

3.231[82.08]

( FUSE NOT INCLUDED )

ITEM NO. | PART NUMBER DESCRIPTION QTY.
1 3843-010 5/16"-18 316 Stainless Steel Jam Nut 2
2 3853-003 5/16" Nickel Plated Copper Spacer 2
3 3871-001 5/16"-18 Zinc Plated Mild Steel Standoff 2
4 3642-000 5/16" 18-8 Stainless Steel Lock Washer 2
5 3645-000 5/16" 18-8 Stainless Steel Flat Washer 4
6 3730-008 5/16"-18 18-8 Stainless Steel Bolt 2.5" 2
7 353N7N14 3-Point Fuse Holder Base (Black) 1
8 331NONT14 Fuse Holder Base Plug (Black) 2

Bulk Package Seperately
9 751N8P0O0 | Fuse Holder Cover Assembly | 1

Max Amperage: 750 amps @ 12 vdc
Max Voltage: 32 vdc

Assembly Weight :
0.74 Lbs. [337.1 9]

ALL DIMENSIONS GIVEN AS : INCH [METRIC]
TOLERANCES UNLESS OTHERWISE SPECIFIED :
MOLDED PRODUCTS : +.030" / £0.8mm
HARDWARE PRODUCTS : +.010" / #0.25mm

MATERIAL PART NO:
MATERIAL:
VENDOR PART NO:

1111210514UL
GLASS FILLED NYLON
HYLON N2015 HL BK
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