Cable Temp Rating :
Current Amperage :

Maximum Voltage

MATERIAL PART NO:
MATERIAL:
VENDOR PART NO:

MAX M12 FASTENER TORQUE:
MAX NYLON NUT TORQUE:

SECTION A-A

105¢

Use Greenlee Punch
Assembly #60098
for Panel Cutout

1.125[28.58] =— (1.375 [34.93]

1.56[39.69]

REVISIONS

REV. | DESCRIPTION DATE APPROVED

1.285[32.63]

L >

3.070[77.98]

515

GLASS FILLED NYLON
HYLON N2015 NAT

198 IN./LBS. [22.30 Nm]
120 IN./LBS. [13.56 Nm]

ITEM NO. | PART NUMBER DESCRIPTION QTY.
1 3864-003 Formed Copper Core Bushing 1
2 3648-011 M12 Copper Contact Washer 2
3 3655-000 M12 18-8 Stainless Steel Lock Washer 2
4 3742-016 12mm x 1.75 Nickel Plated Steel Double Ended Stud 1
5 3847-000 12mm x 1.75 18-8 Stainless Steel Nut 2
6 3649-000 1/2" 18-8 Stainless Steel Flat Washer 2
7 360N9NO2 Nylon Power Bushing Housing (Red) 1
8 359NONO2 Gilass Filled Nylon Locking Nut (Red) 1

Assembly Weight :
0.34 Lbs. [153.2 9]

ALL DIMENSIONS GIVEN AS : INCH [METRIC]
TOLERANCES UNLESS OTHERWISE SPECIFIED :
MOLDED PRODUCTS : +.030"/ *0.8mm
HARDWARE PRODUCTS : +.010" / +0.25mm
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