
MATERIAL PART NO:                        
MATERIAL:                                      
VENDOR PART NO:                             

1111210514UL                       
GLASS FILLED NYLON                                    
HYLON N2015 HL BK                          

212 IN./LBS. [24.0 Nm]
120 IN./LBS. [13.56 Nm]

MAX 3/8 FASTENER TORQUE: 
MAX NYLON NUT TORQUE:    

MATERIAL PART NO:                        
MATERIAL:                                      
VENDOR PART NO:                             

BBAA

16 1415
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7111210502                       
GLASS FILLED NYLON                                    
HYLON N2015 NAT                          

SECTION B-B
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0.80 Lbs. [366.5 g] 

7-15-26 3/8 Double Jumper Bushing Assembly

Max Amperage: 350 amps @ 12 vdc
Max Voltage: 48 vdc

( DO NOT REMOVE )

Factory Installed
at 190 IN./LBS.

Bulk Package Seperately

Factory Packaged

REVISIONS
REV. DESCRIPTION DATE APPROVED

D Redrawn in Solidworks 7/15/2026 RAS

ITEM NO. PART NUMBER DESCRIPTION QTY.
1 319N8V14 Terminal Insulator (Black) 1
2 360N8N14 Glass Filled Nylon Housing (Black) 1
3 359N0N14 Glass Filled Nylon Locking Nut (Black) 1
4 3646-000 3/8" 18-8 Stainless Steel Flat Washer 2
5 3844-003 3/8"-16 18-8 Stainless Steel Heavy Hex Jam Nut 2
6 3638-000 3/8" 18-8 Stainless Steel Lock Washer 2
7 3648-000 3/8" Copper Flat Washer 4
8 3755-000 3/8"-16 Nickel Plated Steel Double Ended Stud 2
9 3863-000 3/8" Seamless Copper Core 2
10 3871-004 3/8"-16 Brass Extended Hex Nut 2
11 319N8V02 Terminal Insulator (Red) 1
12 360N8N02 Glass Filled Nylon Housing (Red) 1
13 359N0N02 Glass Filled Nylon Locking Nut (Red) 1

ITEM NO. PART NUMBER DESCRIPTION QTY.
14 318N1V14 Jumper Bushing Panel Safety Divider 1
15 3880-000 #10 x 1/2" Combo Pan Head Screw 2

ITEM NO. PART NUMBER DESCRIPTION QTY.
16 12705020013 Power Bushing Drill Guide Template 1
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Assembly Weight :  

ALL DIMENSIONS GIVEN AS : INCH [METRIC]
TOLERANCES UNLESS OTHERWISE SPECIFIED :
MOLDED PRODUCTS : .030" / 0.8mm
HARDWARE PRODUCTS : .010" / 0.25mm
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